INDUSTRIAL
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DAILY PRE-USE INSPECTION FOR PALLET WALKIES

NOTE: EACH OPERATOR USING A PALLET WALKIE MUST PERFORM A PRE-USE INSPECTION AND
INDICATE ANY SAFETY CONCERNS TO YOUR SUPERVISOR

CAUTION: Operators are responsible for ensuring that the pallet walkie is in proper operating condition and to report any defects to their supervisor.
IF NECESSARY - LOCK OUT EQUIPMENT TO PREVENT ACCIDENTAL USE

VISUAL INSPECTION OPERATIONAL INSPECTION

Battery

Vent Caps

Connectors

Cables

Battery Retainer Plate
Capacity Plate

Safety Markings

Rubber pad on rider platform
Charger

Control Arm

Visible function identification

Listen for Unusual Noise
Control Arm Brake Function
Lifting Control

Forward control
Accelerators

Steering

Plugging

Reverse Control

Steering

Backup Alarm (if applicable)
Lights (If applicable)

Horn

Safety Reversing Switch

Oil Spots on the Floor

Stabilizer wheels or pucks
Drive Wheel

Load Wheels
Forks

Load backrest
Cylinder Lift

Lift Chains

Tilt

Reach
Compartment Door
Castor Wheels
Standing platform
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Indicate an X if a problem is detected

DATE TIME OPERATORS SIGNATURE COMMENTS
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